
CMYK

COMTESSE

AIR CURTAIN

economic mode saving energy •
integrated water regulation •

new comfort electronic control •

This project is cofi nanced by European fond of Regional Development 
and Ministry of Industry and Trade of the Czech Republic.

Dimensions

Key to code

Air curtain
VCC (Comtesse)
 Air output range
 C
  Width air curtain
  10 dm (1 m)
  15 dm (1,5 m)
  20 dm (2 m)
   Heater
   S (without heater (only basic control)
   E Electrical, 3-phase 400 V 
      (only with comfort control)
   W Water (only with comfort control)
    Control unit
    1 basic – only with air only version
    2 comfort – only version with water 
       or electric heater
     Surface color
     0 silver metallic
     1 champagne metallic
     2 dark grey metallic 

VCC C 10 E 1 0

 

Suspension holder
VCC - DR for the COMTESSE air curtain
  Lenght
  10 dm (1 m)
  15 dm (1,5 m)
  20 dm (2 m)
   Surface color
   0 silver metallic  
   1 champagne metallic  
   2 dark grey metallic 

VCC DR 10 1  
Standard length is 1 m. Matching colour of the air curtain.

All rights reserved ©2VV Ltd.
The right for changes reserved ©2VV Ltd.

2VV, spol. s r.o.
Poděbradská 289, 530 09 Pardubice, Czech Republic

Tel.:  +420 466 741 891
Fax: +420 466 741 899
E-mail: 2vv@2vv.cz
Web: www.2vv.cz

Colours available

silver metallic champagne metallic dark grey metallic
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Type
Air fl ow 
reach

m

Air fl ow 
m3/h

Heat
output

kW

Power supply
V/Hz

Total 
current

A

Weight
kg

Noise 
level

dB (A)**

VCC-C-10S-1

6

2550 - 230/50 1,1 29 50,5

VCC-C-15S-1 3825 - 230/50 1,7 41 53

VCC-C-20S-1 5100 - 230/50 2,2 50 54,5

VCC-C-10E-2 2500 9,5 400 + N/50 14,9 32 50,5

VCC-C-15E-2 3750 15 400 + N/50 23,4 45 53

VCC-C-20E-2 5000 19 400 + N/50 29,7 54 54,5

VCC-C-10W-2 2400 20,1* 230/50 1,1 37 50

VCC-C-15W-2 3600 31,6* 230/50 1,7 52 52,5

VCC-C-20W-2 4800 42,8* 230/50 2,2 62 54

... elegancy under control

COMTESSE air curtain with its new
and elegant shape has been designed
to compliment smart interior
surroudings. Tube-lamp, as standard,
for door area illumination.

Adjustable lamellas allow required air-fl ow position. The new
heating elements (electric wire heaters) reduce energy costs
- up to 20 %. The wire heater gives full heat output in just
a few seconds.
New control allows individual operation of each chained air
curtain.
COMTESSE is available in metallic colours from colour card.

New comfort regulation
• manual and economic mode which saves energy
• one control panel for all type
• error indication
• service mode
• internal 
 diagnostic system
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*Values measured at inlet air temperature +18    ºC and temperature drop 90/70 ºC.
**Acoustic noise level measured in distance 3m from the inlet side according to the standards EN-ISO 3743-1 and EN-ISO 3744.
Air fl ow reach fi gure is based on static air conditions.

Sophisticated design

Water, electric or air only version

PID regulation

Integrated water regulation

Wire heater with minimum inertia

Metallic colours from colour card

New electronic regulation

Chaining up to 6 air curtains
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