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AIR CURTAINS

air-only

water heater

electric wire heater

BASIC FEATURES

–  Lengths: 1.0; 1.5; 2.0; 2.5 m 

–  Air flow up to 3500 m3/h (ISO 27 327-1)

–  Straw System – maximized screening effect

– Low profile

– Universal interface for AirGENIO AC control module connection (BASIC, COMFORT, SUPERIOR)

–  Standard colour RAL 9016 (any RAL – based colours may be provided on customer’s request)

The ESSENSSE NEO is low profile design air curtain for use in retail shops, shopping centres, restaurants, administrative buildings 
and manufacturing facilities with a recommended installation height up to 3 m*.

* Maximum recommended installation height – may vary according the particular conditions at the installation site.

The air curtain shall be installed indoors in a dry enviroment with ambient temperatures ranging from 0 °C up to +40 °C and relative 

humidity of up to 80 %. It is designed for conveying air free of fine dust, grease, chemical fumes, and other impurities. IP rating of the 

air curtain is IP 20. It is recommended that air curtain projects always be developed by an HVAC designer or engineer.
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VCES3-B 50/60Hz

VCES3 B 100-E0

3

1350 900 700 48 38 29 69
VCES3 B 150-E0 2200 1550 1150 50 54 35 71
VCES3 B 200-E0 3000 2200 1450 51 45 34 72
VCES3 B 250-E0 3500 3200 2350 52 52 45 74
VCES3 B 100-E1 1350 900 700 48 38 29 69
VCES3 B 150-E1 2200 1550 1150 50 54 35 71
VCES3 B 200-E1 3000 2200 1450 51 45 34 72
VCES3 B 250-E1 3500 3200 2350 52 52 45 74
VCES3 B 100-E2 1350 900 700 48 38 29 69
VCES3 B 150-E2 2200 1550 1150 50 54 35 71
VCES3 B 200-E2 3000 2200 1450 51 45 34 72
VCES3 B 250-E2 3500 3200 2350 52 52 45 74
VCES3 B 100-V2 1300 900 700 47 40 37 68
VCES3 B 150-V2 2000 1500 1150 49 44 37 71
VCES3 B 200-V2 2950 2300 1650 51 48 39 73
VCES3 B 250-V2 3700 3200 2350 52 52 44 74
VCES3 B 100-S0 1350 900 700 48 38 29 69
VCES3 B 150-S0 2200 1550 1150 50 54 35 71
VCES3 B 200-S0 3000 2200 1450 51 45 34 72
VCES3 B 250-S0 3500 3200 2350 52 52 45 74

VCES3 B 100-E0 3,2 4,7 4,90 400 / 13,7 230 / 0,6 10,3

50/60

23,0
VCES3 B 150-E0 3,8 7,5 7,70 400 / 11,9 230 / 0,9 10,1 29,0
VCES3 B 200-E0 4,8 9,5 9,80 400 / 15,8 230 / 1,4 9,4 37,0
VCES3 B 250-E0 6,9 12,2 12,60 400 / 19,4 230 / 1,4 10,4 44,0
VCES3 B 100-E1 3,2 6,3 6,50 400 / 14,4 230 / 0,6 13,9 23,0
VCES3 B 150-E1 5 10 10,20 400 / 21,3 230 / 0,9 13,5 29,0
VCES3 B 200-E1 6,3 12,6 12,90 400 / 27,9 230 / 1,4 12,5 37,0
VCES3 B 250-E1 8,2 16,3 16,70 400 / 26 230 / 1,4 13,8 44,0
VCES3 B 100-E2 4,7 9,5 9,70 400 / 14,3 230 / 0,6 20,9 23,0
VCES3 B 150-E2 7,5 15 15,20 400 / 22,6 230 / 0,9 20,3 29,0
VCES3 B 200-E2 9,5 19 19,30 400 / 28,8 230 / 1,4 18,8 37,0
VCES3 B 250-E2 12,2 24,5 24,90 400 / 36,8 230 / 1,4 20,8 44,0
VCES3 B 100-V2 16,0 0,20 230 / 0,6 230 / 0,6 36,4 25,0
VCES3 B 150-V2 23,6 0,20 230 / 0,9 230 / 0,9 35,0 31,0
VCES3 B 200-V2 34,0 0,30 230 / 1,4 230 / 1,4 34,1 41,0
VCES3 B 250-V2 42,9 0,40 230 / 1,4 230 / 1,4 34,3 48,0
VCES3 B 100-S0 - - 0,10 230 / 0,6 230 / 0,6 - 22,0
VCES3 B 150-S0 - - 0,20 230 / 0,9 230 / 0,9 - 28,0
VCES3 B 200-S0 - - 0,30 230 / 1,4 230 / 1,4 - 36,0
VCES3 B 250-S0 - - 0,40 230/ 1,4 230/ 1,4 - 42,0

AIR CURTAINS

PRIMARY PARAMETERS

Air curtains with electric heaters are equiped with an automatic heat thermostat and emergency thermostat with manual reset. Air curtains 

with LPHW coil are designed for a maximum opera ting water temperature of +130 °C and a maximum operating pressure of 1.6 MPa.

*1  Airflow volume according ISO27327-1
*2  Acoustic pressure values at 3 distance for maximum speed. Directional factor: Q=2.
*3 Sound power (LWA) measurements according to ISO 27327-2.
*4 Intake air temperature +18 °C, at maximum heating level and highest fan speed.
*5 Weight without controls.
*6  The data is for 50Hz frequency

Type Recommended  
installation height [m]

Air output [m3/h] *1 Acoustic pressure at 3m [dB(A)]*2 Sound
power

[dB(A)]*3Speed 3 Speed 2 Speed 1 Speed 3 Speed 2 Speed 1

      

Type

Heater power output [kW]
(*LPHW 90/70°C) Total power input

[kW]
Total voltage/
current [V/A]

Motor voltage/ 
current [V/A]

Temperature increase 
Δt [°C]*4

Frequency  
[Hz]*6

Weight  
[kg]*5

1st level 2nd level
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VCES3 B 100-V2 1300 16,0 54,4 14,8 0,20
VCES3 B 150-V2 2000 23,6 53,0 10,5 0,29
VCES3 B 200-V2 2950 34,0 52,1 14,6 0,42
VCES3 B 250-V2 3700 42,9 52,3 24,4 0,53

VCES3 B 100-V2 1300 13,2 48,0 10,5 0,16
VCES3 B 150-V2 2000 19,4 46,7 7,3 0,24
VCES3 B 200-V2 2950 27,9 46,0 10,2 0,34
VCES3 B 250-V2 3700 35,3 46,3 17,2 0,43

VCES3 B 100 V2 1300 10,3 41,5 6,9 0,12
VCES3 B 150 V2 2000 15,1 40,4 4,7 0,18
VCES3 B 200 V2 2950 21,8 39,9 6,5 0,27
VCES3 B 250 V2 3700 27,7 40,2 11,1 0,34

VCES3 B 100 V2 1300 7,4 34,9 3,8 0,09
VCES3 B 150 V2 2000 10,8 33,9 2,5 0,13
VCES3 B 200 V2 2950 15,6 33,7 3,5 0,19
VCES3 B 250 V2 3700 20,1 34,0 6,2 0,24

VCES3 B 100 V2
RGJ-VCES2-BA ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20

RGJ3-VCES2-CO ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20
RGJ3-VCES2-SU ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20

VCES3 B 150 V2
RGJ-VCES2-BA ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20

RGJ3-VCES2-CO ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20
RGJ3-VCES2-SU ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20

VCES3 B 200 V2
RGJ-VCES2-BA ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20

RGJ3-VCES2-CO ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20
RGJ3-VCES2-SU ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20

VCES3 B 250 V2
RGJ-VCES2-BA ZV2-230-21,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20

RGJ3-VCES2-CO ZV2-230-21,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20 ZV2-230-08,0-20
RGJ3-VCES2-SU ZV2-024-16,0-25 ZV2-024-08,0-20 ZV2-024-08,0-20 ZV2-024-08,0-20

AIR CURTAINS

LPHW coil parameters for water temperature gradient 
of 90/70 °C

LPHW coil parameters for water temperature gradient 
of 80/60 °C

LPHW coil parameters for water temperature gradient 
of 70/50 °C

LPHW coil parameters for water temperature gradient 
of 60/40 °C

Recommended mixing points for LPHW coil 2-way valve

* Temperature of intake air: +18 °C * Temperature of intake air: +18 °C

* Temperature of intake air: +18 °C * Temperature of intake air: +18 °C

Type Recommended  
installation height [m]

Air output [m3/h] *1 Acoustic pressure at 3m [dB(A)]*2 Sound
power

[dB(A)]*3Speed 3 Speed 2 Speed 1 Speed 3 Speed 2 Speed 1

      

Type

Heater power output [kW]
(*LPHW 90/70°C) Total power input

[kW]
Total voltage/
current [V/A]

Motor voltage/ 
current [V/A]

Temperature increase 
Δt [°C]*4

Frequency  
[Hz]*6

Weight  
[kg]*5

1st level 2nd level

Type
Air  

output
Heating  
output

Temperature 
at exhaust

Pressure 
loss Water flow

[m3/h] [kW] [°C] [kPa] [l/s]
Type

Air  
output

Heating  
output

Temperature 
at exhaust

Pressure 
loss Water flow

[m3/h] [kW] [°C] [kPa] [l/s]

Type
Air  

output
Heating  
output

Temperature 
at exhaust

Pressure 
loss Water flow

[m3/h] [kW] [°C] [kPa] [l/s]
Type

Air  
output

Heating  
output

Temperature 
at exhaust

Pressure 
loss Water flow

[m3/h] [kW] [°C] [kPa] [l/s]

Type Control module
90/70 °C 80/60 °C 70/50 °C 60/40 °C

2-way valve



166

ESSENSSE NEO  |  VCES3 AIR CURTAINS

Type Control module
90/70 °C 80/60 °C 70/50 °C 60/40 °C

3-way valve

VCES3 B 100 V2

RGJ-VCES2-BA
ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07

RGJ3-VCES2-CO
ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07
RGJ3-VCES2-SU ZV3-024-04,0-20 ZV3-024-04,0-20 ZV3-024-04,0-20 ZV3-024-04,0-20

VCES3 B 150 V2

RGJ-VCES2-BA
ZV3-230-21,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07

RGJ3-VCES2-CO
ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07
RGJ3-VCES2-SU ZV3-024-06,3-20 ZV3-024-04,0-20 ZV3-024-04,0-20 ZV3-024-04,0-20

VCES3 B 200 V2

RGJ-VCES2-BA
ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07

RGJ3-VCES2-CO
ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07 RT-3-07
RGJ3-VCES2-SU ZV3-024-06,3-20 ZV3-024-06,3-20 ZV3-024-06,3-20 ZV3-024-04,0-20

VCES3 B 250 V2

RGJ-VCES2-BA ZV3-230-21,0-20
ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07

RGJ3-VCES2-CO ZV3-230-21,0-20
ZV3-230-21,0-20 ZV3-230-21,0-20 ZV3-230-04,0-20

RT-3-07 RT-3-07 RT-3-07
RGJ3-VCES2-SU ZV3-024-10,0-25 ZV3-024-06,3-20 ZV3-024-06,3-20 ZV3-024-04,0-20

Recommended mixing points for LPHW coil 3-way valve 
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6. INSTALLATION

6.3 AIR CURTAIN
INSTALLATION PROCEDURE:

- only on the water version

• 
water heater. 

• The connection and pressure tests of the heater must be 

who must at all times adhere to the valid norms and regu-
lations of the given country.

• The heater is designed to use water with a maximum pre-
ssure of 1.6 MPa and a maximum temperature of +100 °C.

2. Installation Procedure

1. screw out the screws of the bottom cover and remove the 
cover

2. remove the side panel by pulling to the side

   eht llup ;erutcip eht ni nwohs sa teehs latem eht dneb .3  
included water supply hoses through the created opening.
Connect the hoses and close the side cover.   
       
    
   

      

• The minimum air curtain clearance distances must be ad-
hered to (see. picture - clearance distances) with respect to 

• 
of materials is determined by the project engineer of the 
given project, respecting the valid codes at the installation 
location of the air curtain.

• The curtain can only be installed in a horizontal positi-
on. 

• For the curtain to operate properly, there must be at least 
200 mm of free space in front of the suction inlet cover.

• The exhaust of the curtain should be located as close as 
possible to the door or curtained opening.

• the curtain should overlap the curtained opening on both 
sides by at least 100mm.

• If you install the curtain above a door, locate it as close as 
possible to the top edge of the door. Make sure that neither 
the suction nor the exhaust is shielded by anything and 

 
        
       

       
    
       
      
 

min. 200 mm

min. 100 mm

min. 200 mm

   DO NOT MISS!

* if the conditions require a greater foreblow than nor-
mal, then it is necessary to maintain a clearance of at 
least 50 mm from the wall to enable movement.
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AIR CURTAINS

MAIN PARTS

1  Mounting brackets (included with delivery)

2  Top cover

3  Connection dock for controls module

4  Intake grill

5  Connection dock for LPHW (only on water versions)

 Side cover

 Main power supply connection

6

7

INSTALLATION AND ASSEMBLY

–  The air curtain must be installed in a horizontal position only.

–  The air curtain shall be located as close as possible to the top edge of the doorway, and a distance from walls that is in accordance with 

fire safety and building codes of the country where unit is installed. For manufacturer recommended distance see figures below.

–  To ensure proper function it is recommended that the air curtain overlaps the doorway by 100 mm on both sides.

–  Correct operation of the air curtain requires that specified distances from the surrounding objects are observed, see figure. 

–  Please take note of water and power supply connections when installing air curtain. 

–  The air curtain shall be installed using supplied brackets.
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Type A B C D E F G H I

VCES3B 100 916 1252 407 252 51 111 90 240 95
VCES3B 150 1325 1660 407 252 51 111 90 240 95
VCES3B 200 1825 2160 407 252 51 111 90 240 95
VCES3B 250 2235 2570 407 252 51 111 90 240 95

AIR CURTAIN DIMENSIONS
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Overview of functions and sensor connections

*)  Temperature sensor included in standard. Temperature shown on display.

CONTROL

AirGENIO control system
BASIC COMFORT SUPERIOR

RGJ-VCES2-BA RGJ3-VCES2-CO RGJ3-VCES2-SU

Type of controller Manual Touch screen Touch screen

Mode Manual Manual / Auto Manual / Auto

Control of air output 3 speeds 3 speeds 3 speeds

Control of electric heater OFF / Level1 / Level2 OFF / Level1 / Level2 YES (PWM)

Control of water heater ON/OFF ON/OFF 0-10V

Antifreeze protection of 
LPHW NO YES YES

Possibility of connecting a 
door contact YES (230V) YES (12V) YES (12V)

External control NO YES YES

Temperature measurement NO YES (NTC)* YES (NTC)*

Chaining air curtains NO YES – max 10+1 pcs YES – max 10+1 pcs

Indication of selected 
function NO YES (Display) YES (Display)

Controller connection to air 
curtain Power wire Communication cable 

(UTP)
Communication cable 

(UTP)

Self learning mode NO YES YES

BMS connection NO Modbus RTU Modbus RTU, Modbus TCP, 
BACnet

Error contact NO YES YES

2nd control panel ready NO YES YES



170

ESSENSSE NEO  |  VCES3 AIR CURTAINS

MASTER

SLAVE №1

SLAVE №2

SLAVE №10

MASTER

SLAVE №1

SLAVE №2

SLAVE №10

CHAINING EXAMPLE

COMFORT / SUPERIOR
Global Door contact function active

(Single door with multiple air curtians)

COMFORT / SUPERIOR
Global Door contact function not active

(Multiple doors with own door contact )
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ACCESSORIES

REQUIRED ACCESSORIES
These accessories are required to make the curtain functional.

AirGENIO Control module  
A control module is a required accessory for ESSENSSE NEO air curtain and are required for each air curtain. 

A control panel is included in the delivery with the control module. The ordering key for control modules is provided below. 

The control panel of Basic control module is connected using common wiring cable (230 V control voltage). A suitable cross-section of the 

cable shall be determined based on the particular installation conditions. This cable should be provided by a company performing the air 

curtain electrical wiring. 

The control panel of Comfort/Superior module is connected using UTP communication cable  (not included).

RGJ3-VCES2-SU-E-MA-1-AC
 AC – AC motor

 1 – only for E versions, 

             air curtain lenght 100, 150

 2 – only for E versions, 

             air curtain lenght 200, 250

 SL – SLAVE (only for CO, SU)

 MA – MASTER (only for CO, SU)

 S –  without heating regulation

 E – with electric heater regulation

 V –  with water heater regulation 

 BA – Basic control (mechanical)

 CO – Comfort control (touch screen)

 SU – Superior control (touch screen)

 VCES2 – air curtain Essensse NEO

 RGJ – Controls (BA)

 RGJ3 – Controls (CO, SU)
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Produced in EU

REGULATION  РЕГУЛИРОВАНИЕ
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381

Your partner in ventilation...

TV1/1

The TV1/1 thermostatic valve is designed for controlling the 
heat output of water exchangers through throttling. It is 
used especially for controlling standalone water-type air 
heaters, heaters inbuilt into the ventilation units, heaters in 
air curtains, and so on.

The thermostatic valve shall be installed in sheltered dry 
indoor areas with the ambient temperature of +5 °C up to 
+60 °C.
Temperature of water being controlled shall range between 
0 °C and +90 °C and pressure shall not exceed 0.1 MPa.
The thermostatic valve is designed for controlling the 
heating water in accordance with VDI 2035. Water being 
controlled shall not contain any solid particles (sand, mud) 
or any chemicals.
The thermostatic valve comprises a fitting - DN25 (1“) and 
thermostatic head with 2 m capillary. 

BASIC FEATURES

Терморегулирующий клапан TV1/1 предназначен для 
регулирования теплопроизводительности водяных 
теплообменников путем дросселирования. Исполь-
зуется, главным образом, для регулирования отдельных 
водяных нагревателей воздуха, нагревателей в составе 
вентиляционных установок, нагревателей в составе 
воздушных завес и т.д.

Терморегулирующий клапан следует устанавливать в 
сухих, закрытых помещениях с температурой воздуха от 
+5 °C до +60 °C.
Температура воды, проходящей через клапан, должна 
быть в пределах от 0 °C до +90 °C, а максимальное 
давление 0,1 МПа
Терморегулирующий клапан предназначен для 
регулирования отопительной воды по стандарту VDI 
2035. Вода, проходящая через клапан, не должна 
содержать твердых частиц (песок, грязь) и каких-либо 
химикатов.
Терморегулирующий клапан представляет собой 
клапан DN25 (1“) с терморегулирующей головкой, 
оснащенной капиллярной трубкой длиной 2 м 

КРАТКАЯ ХАРАКТЕРИСТИКА

PRIMARY PARAMETERS ГЛАВНЫЕ ПАРАМЕТРЫ

1
4
5

R
 1
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G
 1

" 
1
/4
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AIR CURTAINS

2-way or 3-way valve with servo drive (230V)
ZV2-230-xx,x-xx
ZV3-230-xx,x-xx 
(for control BASIC, COMFORT)

Room thermostat
TER-P 

Room temperature sensor
CT-ROOM

2-way Thermostatic valve TV-1-1/1
TV-1-1/1

OPTIONAL ACCESSORIES

More details can be found on the relevant page in this catalogue

3-way valve with servo drive RT
RT-3-07 (KVS 7)
(for control BASIC, COMFORT)

2way or 3-way valve with servo drive (0-10V) 
ZV2-024-xx,x-xx
ZV3-024-xx,x-xx
(for control  SUPERIOR)

Mixing node
SMU2-230-xx (for control BASIC, COMFORT)
SMU2-024-xx (for control SUPERIOR)
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AIR CURTAINS  LUFTSCHLEIER

  ECONOMIC-B Basic VCZ-02

ACCESSORIES ZUBEHÖR

Erforderliches Zubehör

Verbindungskabel 
Die Steuerung wird an die Luftschleier mit der SM-
Steuerung mit einem üblichen Elektroinstallationskabel 
(Steuerungsspannung 230 V) angeschlossen, siehe Kapitel 
„Elektrische Schaltpläne“. Die günstigste Kabeldimension 
muss laut konkreten Installationsbedingungen bestimmt 
werden. Dieses Kabel muss die Firma, die die 
Luftschleierinstallation anschließt, liefern.  

Wählbares Zubehör

Thermostatventil
TV1-1/1 (nähere Beschreibung auf der Seite 399)

Dreiwegventil mit Servoantrieb 
ZV-3 (nähere Beschreibung auf der Seite 395)

Required accessories

Connection cable 
Controller for air curtains with the SM control is connected 
using common wiring cable (230 V control voltage), see 
“Wiring diagrams” chapter. A suitable cross-section of the 
cable shall be determined based on the particular 
installation conditions. This cable should be delivered 
by a company performing the air curtain electrical 
wiring.

Optional accessories

Thermostatic valve 
TV1-1/1 (detailed description on the page 
399) 

Three-way valve with servo drive 
ZV-3 (detailed description on the page 395) 

Mischknoten
SMU-xx-xx (nähere Beschreibung auf der Seite 390)

WIRING DIAGRAMS

The recommended cross-section of the main power supply 
cables is stated in the Instruction Manual.
All wiring diagrams provided in the technical catalog 
are indicative only. When assembling the product, 
observe strictly the nameplate ratings as well as 
directions and diagrams affixed directly to the 
product or enclosed to the product.

ELEKTRISCHE SCHALTPLÄNE

Empfohlene min. Dimensionierung der Leiter von der 
Hauptzuleitung der el. Energie ist in der Anleitung 
dargestellt.
Sämtliche, im Katalog angeführten, Schaltpläne sind 
nur informativ.  Bei der Montage des Produktes 
richten Sie sich ausschließlich nach den Schild-
werten und Schaltbildern, die entweder auf dem 
Produkt angebracht oder zum Produkt beigelegt 
sind.

Mixing point
SMU-xx-xx (detailed description on the 
page 390)

Door switch for air curtains fitted with the SM control
DS (detailed description on the page 428)

Turkontaktschalter fur die mit SM-gesteuerten 

Luftschleiern
DS (nähere Beschreibung auf der Seite 428)

Door switch for air curtains fitted with 
the RF control
DK-1  (detailed description on the page 
411)

Turkontaktschalter fur die mit RF-gesteuerten 
Luftschleiern 
DK-1 (nähere Beschreibung auf der Seite 411)

Your partner in ventilation...

Produced in EU

032

The company reserves the right of change without previous announcement. ©2VV, spol. s r.o.

AIR CURTAINS  LUFTSCHLEIER

  
ECONOMIC-B Basic VCZ-02

ACCESSORIES ZUBEHÖR

Erforderliches Zubehör

Verbindungskabel 
Die Steuerung wird an die Luftschleier mit der SM-
Steuerung mit einem üblichen Elektroinstallationskabel 
(Steuerungsspannung 230 V) angeschlossen, siehe Kapitel 
„Elektrische Schaltpläne“. Die günstigste Kabeldimension 
muss laut konkreten Installationsbedingungen bestimmt 
werden. Dieses Kabel muss die Firma, die die 
Luftschleierinstallation anschließt, liefern.  

Wählbares Zubehör

Thermostatventil
TV1-1/1 (nähere Beschreibung auf der Seite 399)

Dreiwegventil mit Servoantrieb 
ZV-3 (nähere Beschreibung auf der Seite 395)

Required accessories

Connection cable 
Controller for air curtains with the SM control is connected 
using common wiring cable (230 V control voltage), see 
“Wiring diagrams” chapter. A suitable cross-section of the 
cable shall be determined based on the particular 
installation conditions. This cable should be delivered 
by a company performing the air curtain electrical 
wiring.

Optional accessories

Thermostatic valve 
TV1-1/1 (detailed description on the page 
399) 

Three-way valve with servo drive 
ZV-3 (detailed description on the page 395) 

Mischknoten
SMU-xx-xx (nähere Beschreibung auf der Seite 390)

WIRING DIAGRAMS

The recommended cross-section of the main power supply 
cables is stated in the Instruction Manual.
All wiring diagrams provided in the technical catalog 
are indicative only. When assembling the product, 
observe strictly the nameplate ratings as well as 
directions and diagrams affixed directly to the 
product or enclosed to the product.

ELEKTRISCHE SCHALTPLÄNE

Empfohlene min. Dimensionierung der Leiter von der 
Hauptzuleitung der el. Energie ist in der Anleitung 
dargestellt.
Sämtliche, im Katalog angeführten, Schaltpläne sind 
nur informativ.  Bei der Montage des Produktes 
richten Sie sich ausschließlich nach den Schild-
werten und Schaltbildern, die entweder auf dem 
Produkt angebracht oder zum Produkt beigelegt 
sind.

Mixing point
SMU-xx-xx (detailed description on the 
page 390)

Door switch for air curtains fitted with the SM control
DS (detailed description on the page 428)

Turkontaktschalter fur die mit SM-gesteuerten 

Luftschleiern
DS (nähere Beschreibung auf der Seite 428)

Door switch for air curtains fitted with 
the RF control
DK-1  (detailed description on the page 
411)

Turkontaktschalter fur die mit RF-gesteuerten 
Luftschleiern 
DK-1 (nähere Beschreibung auf der Seite 411)

AIR CURTAINS

BASIC COMFORT SUPERIOR

RGJ-VCES2-BA RGJ3-VCES2-CO RGJ3-VCES2-SU

DS

DK-B-3

* *

Mechanical door switch (230V)
DS

Magnetic door contact (12V) in a metal housing

with higher protection against mechanical damage 

DK-B-3

2nd Control panel
ND-REMOTE-CONTROL (for control CO, SU)

* Recommended for industry use
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RGJ-VCE2-BA-E

RGJ-VCE2-BA-S

RGJ-VCE2-BA-V

VENTTIILI

AirGENIO BASIC

AIR CURTAINS

WIRING DIAGRAMS

The recommended cross-section of the main power supply cables is stated in the Instruction Manual.

All wiring diagrams provided in the technical catalog are indicative only. When assembling the product, carefully observe the nameplate 

ratings as well as directions and diagrams affixed directly to the product or enclosed with the product.
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AirGENIO COMFORT
MASTER RGJ3-VCE2-CO-*-E RGJ3-VCE2-CO-*-S RGJ3-VCE2-CO-*-V

G
N

D

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 
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CONTACT 
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Commande 
á distance

63 64
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53 54 51 52

CONTACT
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62 61
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57 58
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PIR
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FLAP-EXT
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W. PUMP

ALARM
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OUTPUT
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ERROR DEFROST EXTERNAL
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PIR
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TR
AN

SF
-

24
VA

C
TR

AN
SF

-
15

VA
C

TR
AN

SF
-

12
VA

C
L-

VE
NT

IN
T-

EX
T

L
N

N

L-T
R

N-
TR

~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21

1 2

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10

E-SCH-RGJ-HR853-050-D06378                  

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale
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INT
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DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21
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ModBUS RTU via 
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FUSE
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FUSE
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER
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E-SCH-RGJ-HR853-050-D06378                  

9 10

3

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée
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24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)
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CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V
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Capteur CO /HR
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Alimentation 

vanne
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Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 

m
ax

.1
A

 

m
ax

. 5
0 

m
 

Air Neuf

79 80

70 69 68 67 66 65

81 82 55 56

Registre 
Air Rejeté

77 78

23 24

230VAC
POMPE

DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande

J1/J2

GND GND

1513 14

9
8
7

10

5
4
3
2
1

6

12
11

16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69

GND

N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR

REC ERR

TR
AN

SF
-

24
VA

C
TR

AN
SF

-
15

VA
C

TR
AN

SF
-

12
VA

C
L-

VE
NT

IN
T-

EX
T

L
N

N

L-T
R

N-
TR

~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21

1 2

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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5 6

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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WIRING DIAGRAMS

EN

1 Control panel

2 Signal to SLAVE unit

3 ERROR contact (relay contact, NO/NC)

4 Water pump (relay contact)*

5 DOOR contact (input, NO/NC)

6 Room thermosat (input, NO/NC)

7 External control (input, NO/NC)

8 Outside air temp. sensor (include delivery)

9 Room temp. sensor (include delivery)

10 Water valve control connection
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10

E-SCH-RGJ-HR853-050-D06378                  

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 

m
ax
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Air Neuf

79 80

70 69 68 67 66 65

81 82 55 56

Registre 
Air Rejeté

77 78

23 24

230VAC
POMPE

DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande

J1/J2

GND GND

1513 14

9
8
7

10

5
4
3
2
1

6

12
11

16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69

GND

N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR

REC ERR

TR
AN

SF
-

24
VA
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SF

-
15
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C
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12
VA
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NT
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R
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~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT
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ModBUS RTU via 
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FUSE
(VENT-EXT)
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(VENT-INT)

FUSE
(PCB)
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(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR
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73 84 11

22

G
N

D

G
N

D

B
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A

B
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23

9

24

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 
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Air Neuf

79 80
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81 82 55 56

Registre 
Air Rejeté

77 78

23 24

230VAC
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DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande

J1/J2

GND GND

1513 14

9
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12
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16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69
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N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR

REC ERR

TR
AN
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-
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VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT
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ModBUS RTU via 
Rs485
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(VENT-EXT)

FUSE
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FUSE
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(PERIPHERY)
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!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1
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15 16
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5 6

AirGENIO COMFORT
SLAVE

RGJ3-VCE2-CO-*-E RGJ3-VCE2-CO-*-S RGJ3-VCE2-CO-*-V

7

1

6

6

2 3 4 5

0-10V / 24V ON-OFF / 230V

EN

1 Signal to SLAVE unit

2 External control - ON/OFF

3 Room thermostat (input)

4 DOOR contact (input)

5 Signal from MASTER unit

6 Address of the slave air curtain

7 Water valve control connection
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 
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79 80
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81 82 55 56
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Air Rejeté
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23 24

230VAC
POMPE

DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande
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GND GND

1513 14

9
8
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6
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16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69

GND

N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR
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TR
AN

SF
-

24
VA

C
TR

AN
SF

-
15

VA
C

TR
AN

SF
-

12
VA

C
L-

VE
NT

IN
T-

EX
T

L
N

N

L-T
R

N-
TR

~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21
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ModBUS RTU via 
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT
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1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10
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RGJ3-VCE2-SU-*-E RGJ3-VCE2-SU-*-S RGJ3-VCE2-SU-*-V

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR
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13 14

5

7 86 10 11 129

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
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1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10

E-SCH-RGJ-HR853-050-D06378                  

171 15 184 16

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT
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ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10

E-SCH-RGJ-HR853-050-D06378                  

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC
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V+ 0-10 VDC
CO2 /RH/VOC/EXT
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CAPTEUR 0-10V
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Vanne/ Groupe Exterieur DX

Capteur Externe.
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W. PUMP
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FILTER
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T-WATER T-WATER T-ROOM
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DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND
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V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR
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Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé
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OUTPUT

     DX = ON/OFF 
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RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM
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LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT
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MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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AIR CURTAINS

WIRING DIAGRAMS

EN

1 Room sensor (accessories)

2 LPHW out sensor (included in delivery)

3 Outside air sensor (included in delivery)

4 Signal to SLAVE unit

5 Control panel

6 Antifreeze thermostat (NC)

7 RUN contact (relay contact, NO/NC)

8 ERROR contact (relay contact, NO/NC)

9 Water pump (relay contact)

10 DOOR contact (input, NO/NC)

11 Room thermosat (input, NO/NC)

12 External control (input, NO/NC)

13 Water valve control (0-10V)
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND
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PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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(two-wire shielded cable)
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INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 

m
ax

.1
A

 

m
ax

. 5
0 

m
 

Air Neuf

79 80

70 69 68 67 66 65

81 82 55 56

Registre 
Air Rejeté

77 78

23 24

230VAC
POMPE

DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande

J1/J2

GND GND

1513 14

9
8
7

10

5
4
3
2
1

6

12
11

16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69

GND

N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR

REC ERR

TR
AN

SF
-

24
VA

C
TR

AN
SF

-
15

VA
C

TR
AN

SF
-

12
VA

C
L-

VE
NT

IN
T-

EX
T

L
N

N

L-T
R

N-
TR

~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21

1 2

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost
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MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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ENRUPLITCS

1SMU - power supplyСмесительный узел – источник питанияUkład mieszający  zasilaniePunto di miscelazione - alimentazioneSMU - napájení

2Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3Spatial sensorВнутренний датчикCzujnik przestrzennySensore ambientaleProstorové čidlo teploty

4Flap - inlet (fresh air)Клапан свежего воздухаKlapa świeżego powietrzaAletta – Aria frescaKlapka pro čerstvý vzduch

5Flap - outletКлапан отработанного воздухаKlapa wydechuAletta - ScaricoKlapka pro odvodní vzduch

6Water pumpВодяной насос (конденсат)Pompa wodnaPompa dell‘acquaVodní čerpadlo

7RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8C/O - cooling/heating C/O - охлаждение/ обогревC/O - chłodzenie / ogrzewanieC/O – raffreddamento/riscaldamentoC/O - chlazení/topení

9Direct evaporator - ERRORПрямой выпариватель - ERRORProsty parownik – ERROR (błąd)Evaporatore diretto – ERRORPřímý výparník - ERROR

10Direct evaporator - defrostПрямой выпариватель - РАЗМОРОЗКАProsty parownik - odmrażanieEvaporatore diretto - SCONGELAMENTOPřímý výparník - ODMRAŽOVÁNÍ

11External control -ON/OFFВнешнее управлениеSterowanie zewnętrzne  Wł./Wył.Accensione/spegnimento esternoExterní ovládání ON/OFF

12Alarm - FIREПожарный извещательWejście stycznika pożarowegoFiammaPoplach - FIRE

13BOOST regimeФункция BoostFunkcja BOOSTBoostRežim BOOST

14Recuperator - ERRORОшибка рекуператораUsterka rekuperatoraErrore – recuperatoreChyba rekuperátoru

15The air quality sensor - power supplyCO2/RH/VOC - источник питанияCO2/RH/VOC - zasilanieCO2/RH/VOC - alimentazioneČidlo kvality vzduchu - napájení

16The air quality sensor - control signalCO2/RH/VOC - данныеCO2/RH/VOC - dataCO2/RH/VOC - datiČidlo kvality vzduchu - ovládání

17Presence sensorДатчик движенияCzujnik ruchuSensore di presenzaČidlo přítomnosti

N - Neutral
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FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMPHEAT PUMP

ERRORDEFROSTEXTERNAL
ON/OFF

FIREBOOST
PRESENCE

SENSOR
PIR

REC ERR

TRANSF-
24VAC

TRANSF-
15VAC

TRANSF-
12VAC

L-VENT
INT-EXT

L
N

N

L-TR
N-TR

~
VENT-EXTHEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATER REC/BYP
GND PWMGND PWM RPM

(TC)
RPM24VAC24VACT-EXT-1T-EXT-2T-EXT-3T-INT-1T-INT-2

FILTER

INT

T-WATERT-WATERT-ROOM

JP1
LED1

DATA

SWO TXRX

-OUT-IN (TC)1
~

2
~

1
~

2

15VACIN  GND
CO2/RH/EXT

2 1

12

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh airOUTLET DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROLFIRE WATER

PUMP CONTROLERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

1516

23

47121314

8910

E-SCH-RGJ-HR85 3-050-D06378                  

1920

SLAVE

1 1

2 2

3 3

4 4

5 5

6 6

7 7

8 8

9 9

10 A

9

9

RGJ3-VCE2-SU-*-E RGJ3-VCE2-SU-*-S RGJ3-VCE2-SU-*-V

8

AirGENIO SUPERIOR
SLAVE

AIR CURTAINS

SLAVE

1 1

2 2

3 3

4 4

5 5

6 6

7 7

8 8

9 9

10 A

WIRING DIAGRAMS

EN

1 LPHW out sensor (included in delivery)

2 Signal to SLAVE unit

3 Antifreeze thermostat (NC)

4 External control - ON/OFF

5 Room thermostat (input)

6 DOOR contact (input)

7 Signal from MASTER unit

8 Water valve control (0-10V)
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S
LA

V
E

S
LA

V
E

S
LA

V
E

S
LA

V
E

M
A

S
TE

R
A

A

A

A

A

B

B

B

B

B

GND
GND

GND

GND

GND

M
A

S
TE

R

ERR

A
A

A

A

A

B

B

B

B

B

GND GND

GND

GND

GND

AirGENIO SUPERIOR

AirGENIO COMFORT 

AIR CURTAINS

WIRING DIAGRAMS
Chaining

AirGENIO COMFORT 

AirGENIO SUPERIOR
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SLAVE 1 SLAVE 10MASTER SLAVE 2

Max 50m

AIR CURTAINS

CHAINING

KEY TO CODING

A0 – 2VV version

9 – Atyp RAL

0 – Standard RAL

CR – Control ready

AC - AC motor

E0 – Electric heater with reduced power

E1 – Electric heater (standard)

E2 – Electric heater with increased power

V2 – Water heater

S0 – Air-only (ambient)

100 – Nominal width 1000 mm

150 – Nominal width 1500 mm

200 – Nominal width 2000 mm

250 – Nominal width 2500 mm

B – Output series

VCES3 – Air Curtain ESSENSSE NEO

VCES3 B 100-E0 AC-CR-0 A0


