
STANDESSE
ELEGANT AIR CURTAIN WITH CONFIDENT PERFORMANCE
STANDESSE is an exceptionally efficient and visually very attractive comfort air curtain designed for use in
representative spaces such as financial institutions, banks, luxury shops, shopping centers and office buildings.

SMART FEATURES

TECHNICAL PARAMETERS

Low noise due to 
attenuating casing and 

special construction
limiting turbulent air 

Adjustable lamellas
Increase effi ciency of
the screening effect

AirGENIO control
system integral part

of the air curtain
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Electric or water
heating

Airfl ow from
1.550 to 6.400 m3/h

Effi cient EC fans with
low energy consumption

Installation height
4 m (RANGE B)
5 m (RANGE C)

Powerful, reliable and 
cost-effective AC fans

Air velocity on the 
ground ≥ 3,0 m/s



DOOR FUNCTIONS
Factory setting to be adjusted
at mobile app

TIMER
Available 6 time intervals for day or year with 
confi gurable fan speed and heat power

CHAINING STRUCTURE
Controller = Master
Air curtain = Subunit

MANUAL
Manual power
control

SMART FUNCTIONALITY
Continuously adapting operation for 
improved effi ciency and comfort.

BMS CONNECTION
Modbus RTU in standard; Modbus TPC, 
BACnet as accessory

FAN CONTROL
AC version – 3 steps
EC version – Fluent

ROOM THERMOSTAT
In-built in control panel

HEATING CONTROL
Electric – 0 / 50% / 100%
Water - ON/OFF

AirGENIO PRIME
Advanced, yet user-friendly solution designed to 
optimize climate separation with cutting-edge 
technology. AirGENIO PRIME provides a smart, reliable, 
and energy-effi cient approach to air curtain control, 
enhancing both performance and convenience.

AirGENIO BASIC
This control system offers reliable, easy-to-use air curtain 
management, ideal for users who want simple functionality 
without complexity.
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AirGENIO control system
DISCOVER THE UNIFIED AND INTEGRATED CONTROL IN 2VV AIR CURTAINS.

Wifi 
connection


